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Technical data 1
a0 i MBS-B/4
EI.EI I ROPOMPE Receiver From
Company name
Respons. Department
Person in charge
Phone number
Fax no
E-mail address
Mo eaa Operating data specification
583 Nominal flow m3h 0
565 Nominal head m 0
54—5 Static head m 0
52
50_5 NPSH - value of plant m 0
483 Inlet pressure bar 0.09793
463 Fluid Water, pure
44—; Operating temperature t A °C 20
42 Density at t A kg/dm® 0.9983
40—; Kin. viscosity att A mm2/s 1,005
384
36 Pump
343 Pump name MBS-B/4
32—5 Size
303 Design MBS-B
263 Speed 1/min 2900 No of stages 4
25—5 Impeller ty pe Radial impeller
Z_; Nominal m3/h
3 - 3,
20 Flow Max m3h 9.06
183 Min- m3/h 0
163 Nominal m
14—; Head Max- m 54.8
123 Min- m 15.9
103 Head H(Q=0) m 54.8
8
E NPSH 3% m
65
= Max. working pressure bar 5.36
23 Shaft power KW
O rrrrirrrTTeT T T T T T T e e e . Efficiency %
0 2 25 3 4 45 5 55 6 65 7 75 8 85 9 95 [myh] Max absorbed power KW 0
Materials Pump Dimensions in mm
Impeller Poly carbonates D 143 d
Diffuser Thermoplastic resin L 573 . [
oo GIU4 JEIn:
Supports Brass
Shaft Stainless steel AISI 431 (1.4057)
Pump pipe Stainless steel AISI 304 (1.4301)
Tenuta meccanica - motore Alumina oxide - Graphite
Mechanical seal - pump Alumina oxide - Silicium carbide
Upper cov er Stainless steel AlSI 304
Motor Frame size
Manuf acturer / Ty pe SAER 1.2-3~
Rated power kw [1.2 Efficiency 4/4 0%
Electric current 3 Speed 1/min | 2950
Electric voltage 400 V 3~ ‘ Hz | 50
Starting mode Unknown
Degree of protection IP 68 ‘ Insulation class F
Remarks:
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